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WIRE ROPE TO
BEARING POLE
(SEE DETAIL)

6'-6" POST4" (102 mm)

8'-0"(2438 mm)

WIRE ROPE
CONNECTION
(SEE DETAIL)

LENGTH AS NECESSARY

1/2" (13 mm) MIN.

3/8" (10 mm) O MACH. BOLT

SEE NOTES

/
END OF STANDARD FENCE AND BEGINNING
OF FENCE-DRAINAGE CROSSING.
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FILL & TAMP

DEADMAN
(MIN. 50 LB.)

TURNBUCKLE

8" DIA.x36" LONG
(203x914 mm)

BEARING POLE

3/8" (10 mm)

2'-0" SQ.

6"

12" (305 mm)TYP.(VIEW LOOKING UPSTREAM)
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2 x 4's (51x102 mm)
OR 3" (76 mm)

W/STD. NUTS & WASHERS

WIRE ROPE CLAMPS WRAPPED ONCE AROUND
(ALTERNATE SIDES)

1/2" (13 mm) MIN. DIA.

3/8" (10 mm) MIN. DIA.

WIRE ROPE CONNECTION DETAIL

1/2" (13 mm) MIN. DIA.
DIA. WIRE ROPE

WIRE ROPE
CLAMPS

(203x914 mm)

1/2" (13 mm) MIN.
DIA. WIRE ROPE WIRE ROPE CLAMP

3/8" (10 mm) MIN.
DIA. WIRE ROPE

WIRE ROPE CLAMPS

ROUND CORNERS

WOOD PANEL CONSTRUCTION DETAIL

WIRE ROPE CONNECTION TO END BEARING POLE DETAIL

WIRE ROPE CONNECTION TO INTERMEDIATE

BEARING POLE DETAIL

ROUND CORNERS

3/8" (10 mm) MIN. DIA. WIRE ROPE

ROUND CORNERS

4'-0" MAX.

(1219 mm)

3/8" (10 mm) DIA. MACH. BOLT

8" DIA. x 36" LONG

16'-6" C.C.

3. BOLT ATTACHED TO MORTISE SIDE OF POST.

(610 mm SQ.)

(22.6 kg)
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(5029 mm)
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(305 mm)(305 mm)

MIN. DIA. POLES

BEARING POLE

WIRE ROPE CLAMPS

WIRE ROPE

WIRE ROPE

(6
10

 m
m

)

DIA. POLES (1981 mm)

WIRE ROPE

(SEE DETAIL)

4. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS FOLLOWING THE
ENGLISH UNITS.

DIA. WIRE ROPE

6" (152 mm) TYP.

2. ATTACH WIRE ROPE 6" (152 mm) FROM EACH END OF 2'x4s (51x102 mm)

1. PANEL LENGTH VARIABLE DEPENDING ON GAP WIDTH.

NOTES:

OR 3" (76 mm) ) POLES.

SEE NOTES


